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AAC Device Information Sheet
ChatBox
(ChatBox-1 is name of device currently on the market)

Specs

Company 

Saltillo
www.saltillo.com   

Price 

$495
Display

Static

Voice output

Digitized (recorded speech)

Up to 10 min. total
Access methods

Direct selection
Scanning: linear (just plug in switch to work the scanning option)
(ChatBox-DX has auditory scanning and has 4 output jacks)
Symbol systems

Any graphic symbols (photos, line drawings)
Can use MinspeakTM symbols and use up to 2-symbol icon sequences 
Number of levels

4 (ChatBox 40 has 10)
Number of messages/level

16 

(ChatBox 40 has 40)
(ChatBox DX can be configured for 4 or 16 cells)
Size of cells
1” x 1”

Environmental control unit (wireless)
None
Weight
1.5 lbs

Battery

Rechargeable
Other Info/Special features
· Carrying case is included
· The newer version of this device comes with UniChat 16, which is a simplified version of Unity/Minspeak from the Prentke Romich Company. This program uses pre-programmed messages and the user needs to select 2 icons to select a message. 
· A ChatBox 40 with 40 cells and uses Unity is also available
Instructions

Instructions for recording one-hit messages are fairly simple and come with the device. Be sure that you are on the level you want before you begin recording.
UniChat 16

· WIND’s ChatBox does not contain UniChat 16, which is a set of preprogrammed vocabulary that uses icon sequences (Unity/Minspeak). If you would like to use a ChatBox that contains UniChat 16, you will need to work with the WIND staff to secure a ChatBox that does. 
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